[image: image1.png]13 DS1307.pdf - Adobe Reader |

x

12C Debug for RealTerm | mbed - Windows Internet Explorer

GO~ (B imeos 9 51307 defaut acress

i Favortes | 5 K1 - [BReed ] Student Prtal - Hame ] Martn, Gregary - Oulook.

GoogleMeps [ Do - Fasthosts Cont. [l Repid Prottyping for o

25~ [ 12€ Debug for RealTerm | R 12¢ Tutorial B zc+Ds130711 - 3 ~ Page~ Safety ~ Took -

Ct

RealTerm: Serial Capture Program 1.99.0.27.

12C Debug Program for RealTerm Talking to HMC6352 12C Compass

When the program starts, it scans all 128 I2C addresses checking for an acknowledge b

command. In this case, only one derice responds at address 0x42. Then, you need fo

the "Address” box. I this case, it is 0x42 flom the HVIC6352 datashest & or the scan ad

the “Wiite" or "Read” GUI buttons, an I2C write o read operation can be performed. In th

0x41 is sent using the "wite button” which tels it to take a reading. In the second com =

then reads back a two byte compass heading in tenths of degrees. In the third command] Diselay | ot | Captue | Pins | Send | EchoPort | Pickrog 12 | An| Clear| Freeze| F

does both with one button. I the last command line, the [2C address was changed to an] B Stas

12C device is there to respond with an ack to a write. it prints “No Ackr” Last, the get st o [CHea] [T 2] bres _ Connected

responds with * The 12C device s setup to use p9 and p10. It can easily be| 0! JIRo@

code edit wite_|[i0 0@
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I downloaded reaterm vex 1.99.0.27 but I'm wondering where I can Get ver Z.0.0.57 2%

Sllustrated. I have a DS1307 real time clock which I'd like to understand. I got the

TMP102 chip to work easily enough but the DSI1307 has a lot of registers to read and I

cant be sure what I'm reading.I've managed to see it using realterm and found the

default address DO. After chat I'm a bit in the dark.Hese iz a snapshot of the

datasheet and plesse could you tell me how to read the current time or date and I'll

proceed from there. [[/media/uploads/GregMartin/dsi307memory.doc]] appropriate register bytes. The RTC
or initialized by writing the appropriate
- Etng s

in the BCD format. Bit 7 of register 0
or 1s disabled. When cleared to a 0, the
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